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Standardized Operative 
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For Users of the 


Victor Vario-Frequency 
Diathermy Apparatus 
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EXPLANATORY - 
ne settings for veltaze and frequ 
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AUTO CONDENSATION 
MILLIAMMETER. 


_ RANGE 0-1000 MA DIATHERMY] 
TERMINAL 


9.1000 ma 
METER READING 


DIATHERMY 

MILLIAMMETER. 

ANGE 0: 1000 MA 
0.4000 MA 
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Showing application of ees i finger—d 


cuff method. 
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LIVER OR KIDNEY 
Double Plate Method 





, place active electrode on back. 





Electrodes Used 





Dispersive 

















SACRO-ILIAC 
Double Plate Method 





Electrodes Used 


Posterior 


Machine Settings 
Frequency setting at “3” 
Voltage setting at “B". 

Intensity setting at 4". 
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PENIS I 
[ Double Plate Method Jf 


Inset shows connection; 
sandbag set in place 
electrode co 








Illustrating the thetmoy 
of the male. Insert A shows 
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Elbow 
Shoulder, AP 
Shoulder, Med. L 








Chest, left 


| Double Plate 


Double Plate 
Corbus and 








Peet 











OR REPEL LULNY 








hhPPEP EEE 
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AUTO-CONDENSATION- 
For Conditions Requiring 400 to 600 ] 


Electrodes Used 





Electrodes Used 














Large Metal Handle Electrode (No. J3104) — 
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Lr Conditions Requiring More Than 1000 M.A, {| sLECTROGOAGULATION } 






















Electrodes Used 


SS. 


Electrodes Used 





Abdominal Plate and Large Metal Handle Electrode 
(Nos. J6187 and J5104) 


; . Surgical Set 
Pat) EN AIL ON cen 


Thin side of Auto-condensation Couch (No, J5126) 











Machine Settings 






Machine Settings 

Use diathermy terminals. 
Frequeney setting at “3”. 
Voltage setting at “O" 
Intensity setting at 


Use diathermy terminals. 

Frequency setting at “5”, 
Voltage setting at “D 
Intensity setting at "4", 
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1 ELECTROCOAGULATION } 


REMOVE JUMPER 
AND CONNECT 
FOOT SWITCH TS 
BINDING POSTS 





Electrodes Used = j aati i 
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Electrodes Used 
Fulguration Set 


Machine Settings 


Use auto-condensation terminals, Right terminal grounded. 
(Do not ground if a very fine spark is desired.) 


Frequency setting at 
Voltage setting immaterial when using auto-condensat 
coil. 


Totensity setting at “4", 


Notes 








VACUUM OR NON-VACUUM 
{ ELECTRODE TECHNIC 





2 < 


ae 


Blectrodes Used 

Vacuum or non-vacuum surface electrodes (use talcum 
powder on skin surface to prevent electrode from adhering 
skin). Different degrees of counterirritation may be mod 
by increasing or decreasing the distance between elec 


and skin, 


Machine Settings 
Use auto-condensation terminals, Right vemminal 
Frequency setting at "3". 
Voltage setting immaterial when wating a 
coil, 


Tntensity setting at 4’. 
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VACUUM OR NON-VACUUM 
ELECTRODE TECHNIC 


CONNECT 
THIS POST TO! 
GROUND. 





TINE 
CONNECTION! 
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DETECTO Parts 











Please order parts by number. 
See other side for prices. | 
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A Meaus 
of Generating Heat 
Within the Tissues 


is the simplest definition of medical 
diathermy. tn other words, it is the 
applicaion of the particelar form of 

frequency current that produces 
tha effec It does not come under 
the category of the ho wate: use 
clearic beating puds and other simic 
lar devices which are basically sarfuce 
applicators. 

Consider then a deep seated condition 
indicating the use of heat. With an 
‘apparatus of correct design you can 
‘readily intgoduce the desired heat 

‘within, from the point of percep- 
tion up to the tolerance of the 
Patient. 
‘A modern, correcily designed 
dlathermy tnachine will prove its 
value (o you as ie has to thou- 








The Ideal 

High-Frequency 
“Diathermy Apparatus 

is thae one with which the electrical 

constants may be selected to give the 

maximum current within the volerance 

of the individual patient. Thus 

the variable resistance of the 


under treatment and 
tolerince of 0 


‘The Victor Vario-teequeney, Dite 
sty oe ta esta tele 
Mpeg tos : 
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